
14" 
HIGH 

ADJUSTABLE 
10" 
12" 
OR 

4" 
COLUMN 

MATERIALS DEPTH 
COUNTERTOP + SUB-TOP 

18 7 
16" 

MAXIMUM 
HEIGHT 

23 3 
16" 

MAXIMUM REACH 

4 5 
8" 

NOTE: 
COUNTERTOP SURFACE MATERIAL 
AND SUB-TOP MATERIAL MUST HAVE 
A MINIMUM OF 1/2" AND A MAXIMUM 
OF 2-7/8" TOTAL THICKNESS. 

72" OF 3/8" Ø SOFT 
DRAWN COPPER 
SUPPLIED WITH UNIT 

6" 

6" 

7 5 
16" 

7 5 
16" 

18" MAX. 
EXTENDED 

RADIUS 

4 5 
8" 

12" MIN. 
EXTENDED 

RADIUS 

BASE 
COVER 
SIZEBACK 

SUPPORT 
PLATE 

CLEARANCE 

1-5/8 
MIN. 
BACK 

4-1/2" SQUARE 
CUTOUT 

NOTE: 
THE AGVPC-T10 POT FILLER TOWER REQUIRES A WATER LINE 
THAT  MUST BE SUPPLIED UNDER THE COUNTERTOP FOR PROPER 
OPERATION. 
THE UNIT IS SUPPLIED WITH 6 FT OF 3/8" Ø SOFT DRAWN COPPER 
FOR CONNECTION TO A FAUCET COMPRESSION VALVE BY CUSTOMER. 

ACCESS REQUIRED 
TO UNDERCOUNTER 
FOR CONNECTION 
AND INSTALLATION 

AGVPC-T10 TYPICAL INSTALLATION 

AGVPC-T10 
UNIT 

COUNTERTOP CUTOUT REQUIREMENTS 
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AGVPC-T10

AGVPC-T10 POT FILLER TOWER
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Jorge
Typewritten Text
TEFLON PASTE (PIPE JOINT COMPUND) OR TEFLON TAPE MUST BE USED WITH ALL THREADS CONNECTIONS WHEN PLUMBING.
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